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Painted with epoxy paint to 150 pm minimum
Bolt galvanized M20x50 class 8.8
Nut M20 galvanized class 8.8
‘f)’ ! 50 Washer M20 galvanized
44 [0) | 2 2 80
‘ _ T—j
|
T ‘ 3 .
S R — © 8 ]
{ T o — 0 3 C
- ‘ s} —
‘ — 1 .
| To)
40 95 | 100 100 96 =
NET WEIGHT: 28,98 kg
ALUMINIUM PL742 ALLOY SPECIFICATION GROSS WEIGHT: 33,35 kg =
Components: Electromechanical capacity: 2500 Ah/kg min INSERT WEIGHT: 4,37 kg <
Zn 2-5% range Electromechanical potential: -1100 mV min Company address: Drawing name: et
Fe 0,1% max Insert quality: Plate, bar section EN10025 Grade S235]R Tinstraat 109 NED F3-B A
Cu 0,005% max 1 lding: All fabricati f 1i 2984AN Ridderkerk - :
5 nsert welding: abrication of steel inserts are Drawine No- Rev- Sheer =
In 0,015-005% max  ,ccording EN10287 and EN10288 o e 80 420 055 06 v A |
81 0,1% max Insert surface preparation: For alluminium anodes minimum Fax. +31 (0) 180499 810 Ned 'Marine - Z
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