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NED F2M-B Dimensions Metric  Imperial
NED EOM.B Net welgh_t : 37,2kg 82,11b
e ————————— ] Gross weight : 42,6 kg 93,8 1b
Length : 1950 mm 6'4,8"
Length with inserts : 2170 mm 7'1,4"
Distance between holes : 2090 mm 6'10,3"
e = Width top . 100 mm 3,9"
| Width bottom 125 mm 4,9"
Width inserts 80 mm 3,1"
Height 100 mm 3,9"
Height inserts 10 mm 0,4"
NED F2M-C Dimensions Metric  Imperial
Net weight : 37,2kg 8191b
—" e Gross weight : 47,2kg 1040 Ib
EEmA — & EmD Length 1950 mm  6'4,8"
Length with inserts : 2550 mm 8 44"
e Distance between holes : 2470 mm  8'1,2"
f - K 1@@3 Width top : 100 mm 3,9"
Width bottom 125 mm 4,9"
Width inserts 80 mm 3,1"
Height 100 mm 3,9"
Height inserts 12 mm 0,5"
Clearance 150 mm 5,9"
NED F3M-B Dimensions Metric  Imperial
ST TR Net weight : 18,6 kg 41,01b
e e = I Gross weight + 23,0kg 50,6 Ib
E E Length 01950 mm  6'4,8"
Length with inserts : 2170 mm 7' 1,4"
Distance between holes : 1590 mm 5'2,6"
P ot i e e = = ::::::::::::::_-__1::\:, W|dth top . 80 mm 3,1"
| Width bottom 96 mm 3,8"
Width inserts 60 mm 2,4"
Height 65 mm 2,6"
Height inserts 8 mm 0,3"
NED R1M-B Dimensions Metric  Imperial
NED RIM-B Net weight : 18,0 kg 39,7 b
Y ————— Gross weight 1 21,8kg  4811lb
Length : 9%50mm 314"
Length with inserts 1170 mm 3'10,1"
:#:EZ-;_:::::::::::::::::::::::::::::::E :\ — DiStance between hOIES : 1090 mm 3I 6'9"
Width top 100 mm 3,9"
Width bottom 125 mm 4,9"
E% Width inserts 80 mm 3,1"
Height 84 mm 3,3"
Height inserts 10 mm 0,4"
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PERFECTION IN INSPECTION PERFECTION FOR PROTECTION

Ned 'Marine

services B.V.

* Ultrasonic Thickness measurements
* New Building Inspections
* Coating Inspections

* Pré Conditional Survey

* Dry-Dock Supervision

* Superintendence

* Hull Condition Monitoring
* P&S Surveys

* Hatch Tightness Testing

* Leak Detection

* Reporting

* NDT Inspections

Perfection for Protection
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* Sacrificial Anodes
* Maritime Products

* Magnetic Core Drilling
Technology and Products = =

* Workshop Equipment \\EJ NV-G I./

ISO 9001 = VCA*
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